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How to solve the Air purge valve problem
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3

To find out the reason of the Air

purge valve problem, please pull out

the sky blue-colored wire.

Then, please test run the machine.

If the problem remains unsolved,

please go to Step 5.

If the problem solved, please go to

Step 3.

To verify if there is any damage for

Thermistor Temp. Sensor, please find

a Thermistor.

For Optima DMF: Thermistor sensor

inserted at the bottom of steam

vessel.

For Optima EST: Thermistor sensor

inserted in between the Electric

Heaters.

Please remove R-pin and pull out the

Thermistor sensor gently.

1

Detach the plastic covers of the

machine and prepare tools as below.



Step

5

If there are any impurities

accumulated inside the air purge

valve, the valve is unable to function

well (not closed).

Air puge valve is constantly open and

the backflow of high-temperature

steam from the steam vessel into the

water tank may occur.

To clean the air purge valve, please

loosen the nut and pull out the

teflon tube.

6

Loosen the nut and pull out the

copper pipe.
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- Please open the control box and

find wires of Thermistor Sensor

connected to the control card.

- Push the tiny rectangle button to

remove two electric wires.

- Reconnect new Thermistor Sensor.

- Test run the machine again.

*Part Code: 71380 Thermistor temp.

sensor

If the problem still exists, please go

to the step 15.
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7

Loosen the nut from top of the air

purge valve.

8

Detach the solenoid from the valve.

9

Loosen the valve with a spanner.



Step

11

You can see the two holes in the

center of the valve.

12

Using an air compressor, remove all

impurities in the air purge line.

(See red-colored arrow)
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10

Find the black rubbered shutter

inside the solenoid valve(red- circled).

Please clean surface of the rubber if

dirty spot visible.



Step

14

- Using an air compressor, remove all

impurities in the air purge line.

(See red-colored arrow)

- Reassemble the components of air

purge valve.

- Test run the machine again.

If the problem remains unsolved,

please go to the next step.

15

Most of the air purge problem was

disappeared by cleaning air purge

valve and replacing Thermistor.

If the problem still exists, replace the

air purge valve.

*Part Code: 71231 Electronic valve

JYZ-3E 230V
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13

Using an air compressor, remove all

impurities in the air purge line.

(See red-colored arrow)


